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TOPIC/EQUIPMENT: USE A SIAMESE FOR TWO LINES INTO ONE LINE 

CATEGORY: Performance Exam 

POINTS POSSIBLE: 100 

TIME ALLOWED: Sixty seconds (00:01) 

BEHAVIORAL OBJECTIVE:  

Condition: Three (3) lengths of hose and a siamese appliance 

Behavior: The student will connect two (2) parallel hoselines into a 
single hoseline using a Siamese appliance under simulated 
fire ground conditions 

Standard: With a minimum of 80% accuracy within sixty seconds 

  MATERIALS NEEDED:  Three (3) lengths of hose 

 A Siamese appliance 

 Performance examination cover sheet 

 One (1) performance exam per student 

 One (1) stop watch 

 One (1) clip board 

 Red pens 

  
PROCEDURES:  

SCORING: Points will be deducted for each step omitted, performed 
improperly, or performed out of sequence.  Steps designated 
by Pass/No Pass must be performed properly. 

SPECIAL NOTES: Before the examination begins, the firefighter will be allowed 
to ask any clarifying questions and inspect the equipment.  
The firefighter will be in proper PPE per CAL FIRE policy.  

Once the examination begins the evaluation will not answer 
any question or intercede in anyway, unless safety violations 
occur that would injure personnel or damage equipment. 



Score Sheet 
 

 

4307.34 
4307.34.pex.docx  Page 2 
September 10, 2014 

DATE         /        /         TEST #               RETEST #                UNIT # __________  

 

STUDENT’S NAME  _______________________________________________________  

 

EVALUATOR’S NAME  ____________________________________________________  

 

STEPS AND PROCEDURES 

TIME STARTS  POINTS 

1. Position siamese in center of exam area 
 

       10        

2. Position two lengths of hose to the supply side of the siamese.  Lines 
must be parallel, free of kinks and fully extended.  Male couplings must 
be positioned at siamese. 

 

       20        

3. Position one length of hose from the discharge side of the siamese.  Line 
must be free of kinks and fully extended.  Female coupling must be 
positioned at the siamese. 

 

       10        

4. Inspect all coupling and siamese appliance. 
 

       10        

5. Connect supply and discharge lines to the siamese appliance using the 
foot tilt method. 

 

       30        

6. Turn swivel counter clockwise until click is heard, then clockwise until 
lines are hand tight. 

 

       20        

 

TIME STOPS   

ENTER TOTAL TIME:   

POINTS POSSIBLE:  100 

POINTS DEDUCTED: 
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FINAL SCORE 
  

 

COMMENTS: 

 __________________________________________________________________________  

 __________________________________________________________________________  

 __________________________________________________________________________  

 __________________________________________________________________________  


